	Operating System
	 
	System Model

	Windows XP Professional Service Pack 3 (build 2600)
	 
	SYX snc302eeh 
Enclosure Type: Desktop

	Processor a
	 
	Main Circuit Board b

	2.80 gigahertz Intel Pentium 4
8 kilobyte primary memory cache
512 kilobyte secondary memory cache
	 
	Board: Via Tech P4PB400-FL Via P4X400\8235
Bus Clock: 133 megahertz
BIOS: Award Software International, Inc. 6.00 PG 01/22/2003

	Drives
	 
	Memory Modules c,d

	80.05 Gigabytes Usable Hard Drive Capacity
51.45 Gigabytes Hard Drive Free Space

IDE DVD-ROM 16X [CD-ROM drive]
Memorex 52MAXX 3252AJ1 USB Device [CD-ROM drive]
Memorex DVD+-RAM 510L v1 USB Device [CD-ROM drive]
RW-481248 [CD-ROM drive]
3.5" format removeable media [Floppy drive]

HP USB Device [Hard drive] -- drive 1
SAMSUNG SP8004H [Hard drive] (80.06 GB) -- drive 0, s/n 0489J1FW219296, rev QW100-61, SMART Status: Healthy
	 
	3072 Megabytes Installed Memory

Slot 'A0' has 1024 MB
Slot 'A1' has 1024 MB
Slot 'A2' has 1024 MB

	
	 
	Local Drive Volumes

	
	 
	c: (NTFS on drive 0)
74.69 GB
47.57 GB free
d: (FAT32 on drive 0)
5.36 GB
3.87 GB free


	
	 
	Network Drives

	
	 
	None detected

	Users (mouse over user name for details)
	 
	Printers

	local user accounts
last logon
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 Hiway
9/15/2008 11:18:49 PM
(admin)
local system accounts
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 Administrator
never
(admin)
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 ASPNET
never
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 Guest
never
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 HelpAssistant
never
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 SUPPORT_388945a0
never
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 Marks a disabled account;   [image: image8.png]


 Marks a locked account 
	 
	Epson Stylus COLOR 660 ESC/P 2
on LPT1:
hp psc 1300 series
on USB001
Send To Microsoft OneNote Driver
on Send To Microsoft OneNote Port:


	Controllers
	 
	Display

	Standard floppy disk controller
Primary IDE Channel [Controller]
Secondary IDE Channel [Controller]
VIA Bus Master IDE Controller
	 
	NVIDIA GeForce4 MX 440 [Display adapter]
Microtek 815C [Monitor] (18.0"vis, November 2003)

	Bus Adapters
	 
	Multimedia

	OPTi 82C861 PCI to USB Open Host Controller
VIA Rev 5 or later USB Universal Host Controller (3x)
VIA USB 2.0 Enhanced Host Controller
	 
	MPU-401 Compatible MIDI Device
Standard Game Port
Unimodem Half-Duplex Audio Device
Vinyl AC'97 Codec Combo Driver (WDM)

	Communications
	 
	Other Devices

	PCI SoftV92 Speakerphone Modem

1394 Net Adapter
PCI NIC Adapter
 primary  
Auto IP Address: 
192.168.1.100 / 24
Gateway: 
192.168.1.1
Dhcp Server: 
192.168.1.1
Physical Address: 
00:17:9A:38:E5:B0
VIA Rhine III Management Adapter
Dhcp Server: 
none responded 
Physical Address: 
00:40:63:C3:7B:5C
 
Networking Dns Servers: 
208.180.42.100
208.180.42.68

	 
	VIA OHCI Compliant IEEE 1394 Host Controller
hp psc 1300 series
Standard 101/102-Key or Microsoft Natural PS/2 Keyboard
PS/2 Compatible Mouse
USB 2.0 Root Hub
USB Composite Device
USB Mass Storage Device (3x)
USB Printing Support
USB Root Hub (4x)
psc 1300 (DOT4PRINT

	
	
	


