· Product Information

	VIA Technologies P4PB 400


	General

Product Type: Motherboard
Form Factor: ATX
Depth: 8.9 in
Compatible Processors: Celeron, Pentium 4
Processor Socket: Socket 478
Chipset Type: VIA Apollo P4X400
Max Bus Speed: 533 MHz
BIOS Type: Award
Memory

RAM Installed ( Max ): 0 MB / 3 GB (max) - DIMM 184-pin
Supported RAM Speed: PC2100, PC1600, PC2700
Audio

Audio Output: Sound card - PCI
Signal Processor: VIA VT8235
Sound Output Mode: 5.1 channel surround
Compliant Standards: AC '97
Features

BIOS Features: DMI support, APM 1.2 support, ACPI 1.0 support
Manual Settings: Processor core voltage, memory bus frequency, FSB ratio (CPU:memory)
Hardware Monitoring: CPU core temperature, chassis temperature, CPU fan tachometer, system voltage
Sleep / Wake Up: Keyboard wake up, wake on modem (WOM), wake on LAN (WOL), wake on USB port, wake on ring (WOR)
	Manufacturer's product description

The VIA P4PB 400 is the world's first mainboard to harness the unparalleled performance and connectivity features of the VIA Apollo P4X400 chipset. The P4PB 400's performance features are exceptional and include AGP 8X, providing 2100MB/sec of ultra fast graphics bandwidth, double the speed of today's standard platforms. DDR400/333 SDRAM enables the new Intel Pentium 4 processor with 533MHz FSB to perform to its full capacity by supplying a massive 3200MB/sec of fast double data rate memory thus eliminating all system data bottlenecks. The P4PB 400's unsurpassed connectivity features include integrated USB 2.0/1.1, IDE ATA/133, onboard IEEE 1394, 10/100 LAN, and a Smart Card connector. An onboard VIA VT1616 audio codec provides six channels of studio quality, crisp, digital surround sound and supports both optical and SPDIF outputs. The P4PB 400 is bundled with an S/PDIF connector bracket that fits neatly into any available PC chassis I/O expansion slot. The S/PDIF brackets enables digital to digital signal transfers between devices thus eliminating the signal degradation associated with traditional analog audio. Network connectivity is provided through the onboard VIA Rhine III VT6105M 10/100Mbps Fast Ethernet LAN controller. The VT6105M is VIA's most advanced LAN controller featuring Wake-on-LAN, remote bootability and multiple VLAN, resulting in increased system performance, security, and easier network management. The onboard VIA VT6306 IEEE 1394 host controller and integrated VIA USB 2.0 enables seamless connectivity to all the latest high speed multimedia devices and peripherals such as digital video cameras, MP3 players, and the next generation of scanners and printers. The VIA P4PB 400 is available in two SKUs. The P4PB 400-FL is VIA's Premium level mainboard supporting the complete comprehensive feature set. The P4PB 400-L is VIA's Pro level mainboard containing all features except IEEE 1394 support.

	
	Expansion / connectivity

Expansion Slot(s): 

· 1 ( 1 ) x processor - Socket 478 

· 3 ( 3 ) x memory ( 2.5 V ) - DIMM 184-pin 

· 1 ( 1 ) x AGP 8x ( 1.5 V ) 

· 4 ( 4 ) x PCI ( 3.3 V/ 5 V ) 

· 1 ( 1 ) x shared PCI / CNR 

Storage Interfaces: ATA-100 - connector(s): 2 x 40pin IDC
Interfaces: 

· 2 x serial - RS-232 - 9 pin D-Sub (DB-9) 

· 4 x Hi-Speed USB - 4 pin USB Type A 

· 1 x parallel - IEEE 1284 (EPP/ECP) - 25 pin D-Sub (DB-25) 

· 1 x mouse - generic - 6 pin mini-DIN (PS/2 style) 

· 1 x keyboard - generic - 6 pin mini-DIN (PS/2 style) 

· 1 x gameport / MIDI - generic - 15 pin D-Sub (DB-15) 

· 1 x storage - floppy interface - 34 pin IDC 

· 1 x audio - line-in - mini-phone stereo 3.5 mm 

· 1 x audio - line-out - mini-phone stereo 3.5 mm 

· 1 x microphone - input - mini-phone mono 3.5 mm 

· 2 x audio - line-in - 4 pin MPC 

· 1 x audio - SPDIF - 2 pin digital audio 

· 1 x network - Ethernet 10Base-T/100Base-TX - RJ-45 

· 2 x IEEE 1394 (FireWire) 

· 1 x audio - TAD - 4 pin MPC 
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